1/9 



PILOT SYMBOL INFO DATA PILOT SYMBOL INFO DATA 
(101) (103) (105) (107) 



N , CHIPS 


N 2 CHIPS 


Ni CHIPS 


N 2 CHIPS 



FIG.l 



2/9 




3/9 




4/9 




FIG. 4 



5/9 




FIG. 5 



6/9 




FIG. 6 



8/9 



C 



FINGER ASSIGNMENT 
S(t)=+1 



> 



801 




NO 



MEASURE ON-TIME 
PATH ENERGY 



MEASURE EARLY 
PATH ENERGY 



811- 



807 
_L_ 



MEASURE LATE 
PATH ENERGY 



COMPENSATE FOR TRANSMISSION 
CHANNEL FADING 



813- 



1 



DELAY 



MEASURE ENERGY DIFFERENCE BETWEEN 
EARLY PATH AND LATE PATH 



—815 



YES 




CHANGE SIGN 
OF OUTPUT VALUE 



I 



-819 



CHANGE SIGN OF s(t) 



ADJUST DYNAMIC RANGE 
OF ENERGY DIFFERENCE 



-821 



-823 



ADJUST PHASE OF LOCAL 
PN SEQUENCE GENERATOR 

I 



825 



FIG. 8 



9/9 




FIG.9 



